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(d) Manufactured pier heights. Manu-
factured pier heights must be selected 
so that the adjustable risers do not ex-
tend more than 2 inches when finally 
positioned. 

§ 3285.305 Clearance under homes. 

A minimum clearance of 12 inches 
must be maintained between the lowest 
member of the main frame (I-beam or 
channel beam) and the grade under all 
areas of the home. 

§ 3285.306 Design procedures for con-
crete block piers. 

(a) Frame piers less than 36 inches high. 
(1) Frame piers less than 36 inches high 
are permitted to be constructed of sin-
gle, open, or closed-cell concrete 
blocks, 8 inches ‘‘ 8 inches ‘‘ 16 inches, 
when the design capacity of the block 
is not exceeded. 

(2) The frame piers must be installed 
so that the long sides are at right an-
gles to the supported I-beam, as shown 
in Figure A to this section. 

(3) The concrete blocks must be 
stacked with their hollow cells aligned 
vertically and must be positioned at 
right angles to the footings. 

(4) Horizontal offsets from the top to 
the bottom of the pier must not exceed 
one-half inch. 

(5) Mortar is not required, unless 
specified in the installation instruc-
tions or required by a registered profes-
sional engineer or registered architect. 

(b) Frame piers 36 inches to 67 inches 
high and corner piers. (1) All frame piers 
between 36 inches and 67 inches high 
and all corner piers over three blocks 
high must be constructed out of dou-
ble, interlocked concrete blocks, as 
shown in Figure B to this section, when 
the design capacity of the block is not 
exceeded. Mortar is not required for 
concrete block piers, unless otherwise 
specified in the installation instruc-
tions or required by a professional en-
gineer or registered architect. 

(2) Horizontal offsets from the top to 
the bottom of the pier must not exceed 
one inch. 

(c) All piers over 67 inches high. Piers 
over 67 inches high must be designed by 
a registered professional engineer or 
registered architect, in accordance 
with acceptable engineering practice. 
Mortar is not required for concrete 
block piers, unless otherwise specified 
in the manufacturer installation in-
structions or by the design. 
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§ 3285.307 Perimeter support piers. 

(a) Piers required at mate-line sup-
ports, perimeter piers, and piers at ex-
terior wall openings are permitted to 
be constructed of single open-cell or 
closed-cell concrete blocks, with nomi-
nal dimensions of 8 inches × 8 inches × 
16 inches, to a maximum height of 54 
inches, as shown in Figure A to this 
section, when the design capacity of 
the block is not exceeded. 

(b) Piers used for perimeter support 
must be installed with the long dimen-
sion parallel to the perimeter rail. 

§ 3285.308 Manufactured piers. 

(a) Manufactured piers must be listed 
and labeled and installed to the pier 
manufacturer’s installation instruc-

tions. See § 3285.303(d)(2) for additional 
requirements. 

(b) Metal or other manufactured 
piers must be provided with protection 
against weather deterioration and cor-
rosion at least equivalent to that pro-
vided by a coating of zinc on steel of .30 
oz./ft.2 of surface coated. 

§ 3285.309 [Reserved] 

§ 3285.310 Pier location and spacing. 

(a) The location and spacing of piers 
depends upon the dimensions of the 
home, the live and dead loads, the type 
of construction (single-or multi-sec-
tion), I-beam size, soil bearing capac-
ity, footing size, and such other factors 
as the location of doors or other open-
ings. 

VerDate Mar<15>2010 18:54 May 05, 2014 Jkt 232086 PO 00000 Frm 00328 Fmt 8010 Sfmt 8010 Q:\24\24V5.TXT ofr150 PsN: PC150 E
R

19
O

C
07

.0
08

<
/G

P
H

>


		Superintendent of Documents
	2014-05-16T10:49:47-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




